PRO-SPEC

Power with Advanced Charge Technology

Yuasa Technisches Datenblatt
Yuasa DCB875-8(ET) Pro-Spec Deep-Cycle-Batterie YU ASA

Spezifikationen
Nennspannung (V) 8
5-stundige Kapazitat bis 145
10,5V bei 20°C (Ah)

20-stundige Kapazitat bis 170
10,5V bei 20°C (Ah)

Kapazitat @ 75 A (min.) 75
Kapazitat @ 25 A (min.) 295
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Spezifikationen des Materials
Art der Abdeckung Abnehmbar - Wartung ist moglich
Art des Ventils Zellengruppenentgasung
Material des Gehauses und des Schwarzer Polypropylen-Kunststoff
Deckels
Art der Versiegelung Gehause-Deckel Hitzeversiegelung
Interzellenverbinder Typ durchgeschweil3t

Methode der Verschweil3ung Platten - automatisierter Giel3-Prozess
Anschlussbricke

Material der positiven Platten Antimon-Blei-Legierung
Material der negativen Platten Antimon-Blei-Legierung
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PRO-SPEC

Power with Advanced Charge Technology

Yuasa Technical Data Sheet

Yuasa DCB875-8(ET) Pro-Spec Deep Cycle Battery YU AS A

Specifications

Nominal voltage (V) 8

5-hr rate Capacity to 10.5V 145

at 20°C (Ah)

20-hr rate Capacity to 10.5V 170

at 20°C (Ah)

Capacity @ 75A (mins) 75

Capacity @ 25A (mins) 295 -
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Mass (kg) 29 = - — e -

Material Specifications

Cover Style Removable - Maintenance Possible
Cover Vent Style Gang style

Container & Cover Material Black polypropylene plastic

Case to Cover Seal Method Heat sealing

Inner Cell Connector Type Through-partition weld

Plate Lug Weld Method Automated cast-on process
Positive Grid Material Antimony lead alloy

Negative Grid Material Antimony lead alloy

POSITIVE TERMINAL S=1:1 NEGATIVE TERMINAL S=1:1
48.25 - ) 48.25
L 2185 819.5
_e87 | T a7
917.9 | S5/16-18 UNC-2A(SUS304) #16.3_|  5/16-18 UNC—2A(SUS304)
- ] 5£18-18 UNG(SUS304) il " 5/16-18 UNC(SUS304)
w il g
2 ™ 024 H —— 024
- ! i - : ¥ I | - =
A L | 1 A Lalr—
ol i u? _421;4.] ‘ c,,,
) - : A Vo 1 ¥

Data Sheet generated on 11/05/2016 - E&OE

The world's leading battery manufacturer www.yuasaeurope.com




